Mobile RFID End-to-End Solutions
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Facility Inspection Solution

® Proxy Server @ Inspection APP - Web Browser Base Application

- Plan, Do, See Process

- Easy User Interface

Comergence APP - Easy integration with legacy systems
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- Easy User Interface
- Easy integration with legacy systems
- Customizable to variety of industries

10T Related Solutions

@ Multi-Recognition
- Smart Sensing Solution

- Customizable to variety of industries

@ City-logging System
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TOTAL MOBILE RFID SOLUTIONS
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Tel: +82+2-2038-2625
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Description Mobile RFID Reader with bluetooth

RFID Standard ISO/IEC 18000-6C EPC Class1 Gen2
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SA-RT000
_2 Interface  Buetooh40
\’ _SuppotOS  OverAndroid43

Description Mobile RFID Reader with bluetooth

_RFDStndard  ISONEC180006CEPCClssiGenz VG ~ --SurentConsumplion . SeanMode:1.OAG0BM oo
_Operating Frequency  860~960MHz W SUPPY.VONAQE. . BTABY
Interface Bluetooth 4.0 __Tag Read Distance | Upto10m @ SingleTag
E  SupportOS  AboveAndroid OS22/AboveiOS40 W Continuous Tagging Time_3hours30min___
4 Output 200mW (23dBm) e Battery B0
__ReadingDistance  10M~20M(dependontags) Dimensions 198 x 131 x 40mm / 2009
__Continuous Time - 1hours30min
BT SAM3300
Dimension 101.5x35.9 x 1.7 mm, 459 Protocols EPCglobal UHF Class 1 Gen 2 /1SO 18000-6C
s ) Iso1goo06B
__Operating Frequency  860Mhz-96O0Mhz
T Reader chip Impinj R2000
CMUNUS RFID | e R S

‘ Model NO : SA-M3300 RF Power 20 ~ 30dBm

MFGCode : C_V1 b T T monomssosooomooooomo-e-

SA-UTOO0 Description RFID Reader with USB | SNiKMGAODOT Outputpower 1B

RFID Standard ISO/IEC 18000-6C EPC Class1 Gen2 . oo S
" Operating Frequency seo-seomz 7 P . Power Consumption 8728V,
Tnterface T T 0090900 Standoy Current ______<B0MA
v SupportOSWIndOWS ”””””””””””””””””””””””””””” WQ”,K',U:Q,QH',TQUI ,,,,,,,,,,,,,,,, 18A
Touwput T agomw @3 aBmy TR Operating Temperature  -20°C~+65°C S
Readlnngstance ””””””””””” 1 0M~20M(dependontags) ””””””””””” Support the work area US, Canada and othe.r regions ff)llowmg U.S. FCC
Dlmen5|on ””””””””””””””””” 1 015x359x117mm,40g ”””””””””””” Europe and other regions foIIowmg ETSI EN 302
208 with &without LBT regulations
Mainland China, Japan, Korea, Malaysia, Taiwan
 TagRSSI Support
| ‘ ~ Dimension  45mmx45mmx7.0mm
{
SA-M1500
Protocols EPCglobal UHF Class 1 Gen 2 /1SO 18000-6C

ISO 18000-6B

__Operating Frequency ~ 860Mhz-960Mhz
SA-M700 Description Mobile RFID Reader with bluetooth [0 \ _ Readerchip | ImpinjR%080

_RFDStandard | ISO/IEC 18000-6C EPC Classt Gen2 Mwsemo | RRPower | 16-250Bm
Operating Frequency 860~960MHz | NP Gade VL __Steppinginterval  +-1dB_
nterface MicoUSB T L . __Communication Interface Uart/USBPot

_SupportOS Above Android 0S 22/ Abovei0S40 Power Consumption____ 3.7V=8Y
Output 50mwW({17dBm) Standby Current ~ <4OMA

__Reading OutputPower  Adjustable 18-23dBm with 0.5dBsteps Working current ________O7BA

__Reading Distance | Max 0.75M (dependontags)  Gmmmmmmmmmlso Operating Temperature  -20°C ~+65°C_
Continuous Time Dependent on phone battery Support the work area US, Canada and other regions following U.S. FCC

Dimensions 42 x 28.4 x 8.9 mm, 20g Europe and other regions following ETSI EN 302
208 with &without LBT regulations
Mainland China, Japan, Korea, Malaysia, Taiwan

Mobile RFID Total Solution with Smartphone Dimension 45mm x 45mm x7.0mm




